
Appendix A: SFMTA Real-time data requirements for
stationless emerging mobility services 
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http://www.ecma-international.org/publications/files/ECMA-ST/ECMA-404.pdf
https://tools.ietf.org/html/rfc3629
https://www.cl.cam.ac.uk/~mgk25/time/utc-sls/
https://www.cl.cam.ac.uk/~mgk25/time/utc-sls/
https://tools.ietf.org/html/rfc7946#section-3.1.2
https://tools.ietf.org/html/rfc7946#section-3.1.4
https://tools.ietf.org/html/rfc7946#section-3.1.7
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https://tools.ietf.org/html/rfc7946#section-4
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Data Retention Requirement 

Error Body 

{
  "errors": [
    "box_se must be specified if box_nw is specified!",
    "end_time happens before start_time!"
  ]
}
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Provider Endpoints 

Service Areas 

/service_areas

Request Parameters 

Response body: 
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Area types 
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Trips 

device_id

/trips

Request Parameters 

Response body: 
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Membership types 
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Status Change 

/device_status

Request Parameters 

utc_hour

utc_hour

Response body: 
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Agency Endpoints 

Service Areas 

/service_areas

Request Parameters 
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Response body: 

Area types 
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Status Change 

/device_status

Response body: 
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Appendix A: Status Change Event Types and Allowable Values for Reason 
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Allowable event_type transitions 
 

 

 

 

 

 

 

 


